
Elektrische Daten:
Elektrische 
Ausführung: In Anlehnung an 

EN 60335-1, 
EN 60730-1

Ansprechstrom: ca. 1,5 x Nennstrom
(AC)

Isolationsklasse: F (155 °C)
Einschaltdauer: ED = 100 %
Verwendete 
Materialien:
Spulenkörper: PA 6.6
Ummantelung: PA 6.6

Kupferlackdraht: Wärmeklasse H 
(200 °C)

Elektr. Anschluss-
möglichkeiten: Gerätesteckdosen*, 

Flachsteckhülsen 
6,3 x 0,8 DIN 46247
Bauform B

Gleichstrom:
Spulennennleistung ca. 2,5 W
Rückfalleistung ca. 0,1 W
Anzugszeit ca. 15-20 ms
Abfallzeit ca. 15-20 ms

Wechselstrom 50/60 Hz:
Spulennennleistung ca. 4/3,5 VA
Rückfalleistung ca. 1,5 VA
Anzugszeit ca. 15-20 ms
Abfallzeit ca. 15-20 ms

6-13 ms

Weitere Nennspannungen auf Anfrage.

Electrical Data:
Electrical 
versions: according to 

EN 60335-1, 
EN 60730-1

Pull-in power: approx. 1.5 x nominal
(AC)

Insulation class: F (155 °C)
Duty cycle: continuous 100 %
Materials:
Bobbin: PA 6.6
Cover: die-cast material 

PA 6.6
Copper 
enamelled wire: temperature class H 

(200 °C)
Electrical 
connections: plug-in socket* 

flying lead, 
flat plug receptacles 
6.3 x 0.8 DIN 46247
type B

DC:
Nominal coil power approx. 2.5 W
Return power, approx. 0.1 W
Pull-in-time, approx. 15-20 ms
Drop-out time, approx. 15-20 ms

AC 50/60 Hz:
Nominal coil power appr. 4/3.5 VA
Return power, approx. 1.5 VA
Pull-in-time, approx. 15-20 ms
Drop-out time, approx. 15-20 ms

Other nominal voltages on request.

Magnetventile

Betätigungsmagnet Typ 76
NW 1/6/8/15/ISO 1 und ISO 2

Solenoid Valves

Type 76
1/6/8/15 mm Orifice, ISO 1 and ISO 2

e  Nennleistung 2,5 W
3  

Nennspannung (V DC)

Pull-in po

Widerstand (ΩΩΩΩ)

wer 2.5 W

Nennstrom (mA) Bestell-Nr.
Voltage (V DC)

12

Resistance (ΩΩΩΩ)

56

24

48

220

900

Nominal current (mA)

214

Order No.

76.410.00.01

109

53

76.410.00.02

76.410.00.03

110 4300 25,5 76.410.00.04

e  Nennleistung 4/3,5 VA-50/60 Hz
3  

Nennspannung (V AC)

Pull-in power 

Widerstand (ΩΩΩΩ)

4/3.5 VA-50/60 Hz

Nennstrom (mA) Bestell-Nr.
Voltage (V AC)

24

Resistance (ΩΩΩΩ)

56

48

110

220

1280

Nominal current (mA)

167/146

Order No.

76.410.02.12

84/73

37/32

76.410.02.13

76.410.02.14

230 4750 18/16 76.410.02.15

22
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M3

ø16,5

11

30 28
,5

28

ø9,2

(1
,5

)

24V DC

2,5W

76.410.00.01

1-12 Kuhnke Pneumatics CatalogueKuhnke Pneumatikkatalog

* Siehe Zubehör ab Seite 1-15 *   see accessories page 1-15


	Pneumatics Catalogue
	Liability
	Sales & Service
	Contents
	Valves
	Solenoid Valves
	Contents
	Type 63
	Type 68
	Type 64
	Type 65
	Type 67
	Type 76
	Accessories Solenoid Valves - Plug-In Sockets
	Accessories Micro-Solenoid Valves - Luminous Seal
	Micro-Solenoid Valves Type 63
	Micro-Solenoid Valves Type 68
	Micro-Solenoid Valves Type 64
	Micro-Solenoid Valves Type 65
	Micro-Solenoid Valves Type 67
	Solenoid Valves Type 76
	Solenoid Valves Type 79/81/84/85/87
	Solenoid Valves Type 79
	Solenoid Valves Type 81
	Solenoid Valves Type 84
	Solenoid Valves Type 85
	Solenoid Valves Type 87
	Solenoid Valves Type 83
	Solenoid Valves Type 76

	Mechanically Actuated Valves
	Contents
	Mechanically Actuated Valves Type 42
	Mechanically Actuated Valves Type 46
	Mechanically Actuated Valves Type 72
	Mechanically Actuated Valves Type 74
	Mechanically Actuated Type 79/81
	Mechanically Actuated Valves Type 79
	Mechanically Actuated Valves Type 76
	Mechanically Actuated Valves Type 81
	Mechanically Actuated Valves Type 76
	Accessories Mechanically Actuated Valves

	Pneumatically Actuated Valves
	Contents
	Pneumatically Actuated Valves Type 46
	Pneumatically Actuated Valves Type 72
	Pneumatically Actuated Valves Type 79/85/81/84/87
	Pneumatically Actuated Valves Type 79
	Pneumatically Actuated Valves Type 85
	Pneumatically Actuated Valves Type 81
	Pneumatically Actuated Valves Type 84
	Pneumatically Actuated Valves Type 87
	Pneumatically Actuated Valves Type 76
	Pneumatically Actuated Valves Type 83
	Pneumatically Actuated Valves Type 76

	Accessories for Valves
	Contents
	Accessories Micro-Solenoid Valves Type 63
	Accessories Micro-Solenoid Valves Type 68
	Accessories Micro-Solenoid Valves Type 64
	Accessories Micro-Solenoid Valves Type 65
	Accessories Micro-Solenoid Valves Type 67
	Accessories Solenoid Valves Type 76
	Accessories Solenoid Valves Type 81
	Accessories Solenoid Valves Type 83/84
	Accessories Solenoid Valves Type 87
	Accessories Solenoid Valves Type 79/81/64/65
	Accessories Solenoid Valves Type 87
	Accessories Valves Type 76

	Checklist for Valves
	Compact Valves LPP700
	Contents
	Width 15 mm – 18 mm – VDMA-02
	Solenoid Valves15 mm Width
	Pneumatic Valves 15 mm Width
	Solenoid Valves 18 mm Width
	Pneumatic Valves 18 mm Width
	Solenoid Valves VDMA-02
	Pneumatic Valves VDMA-02
	Solenoid Valves VDMA-02
	Subplate System
	Coils
	Accessories
	Width 15 mm – 18 mm – VDMA-02
	Width 15 mm


	Cylinders
	Contents
	Cylinders ISO 15552
	Double Acting, with/without Magnetic Piston
	Accessories

	Cylinders ISO 6432
	Technical Data
	Single Acting, with/without Magnetic Piston
	Double Acting, with/without Magnetic Piston
	Accessories

	CNOMO Cylinders
	Double Acting, with/without Magnetic Piston
	Accessories

	Compact Cylinders
	Single Acting
	Double Acting
	Double Acting, Through Rod
	Double Acting, Torsion Protected
	Accessories

	Brass Cylinders
	Technical Data
	Single Acting
	Double Acting
	Accessories

	Short-Stroke Cylinders
	Single Acting, with Membrane
	Technical Data
	Single Acting
	Double Acting
	Double Acting, Through Rod

	Rotary Actuators
	Miniature Rotary Actuators
	Single Acting, Anti- or Clockwise Rotation
	Double Acting

	KUAX-Type
	Technical Data
	Double Acting


	Cylinders Spare Parts
	Cylinders ISO 15552
	Sealing Sets

	Checklist for Cylinders, Rotary Drives, Fittings

	Supplementary Products
	Contents
	Pressure Regulator
	with G1/8 Connection
	for Subplate Mounting
	with M5 Connection
	with G1/8 Connection

	Miniature Pressure Regulator
	with M5 Connection

	Pneumatic Timers
	Short Intervall Timer 0.5-60 s/1-120 s/3-180 s
	Timing Range 0.3 s - 100 h

	Pneumatic Indicators
	Visual Indicator for Panel Mounting

	PE-Converter
	Mechanical Miniature Pressure Switch
	Mechanical Pressure Switch
	Mechanical Pressure Wave Switch

	Check Valves and Flow Regulators 47
	Check Valves 2 mm Orifice
	Accessories
	Flow Regulators with Fitting
	Characteristic Curves 2 mm Orifice

	Fittings
	One-Way Flow Restrictor
	Instant Push-In Fittings
	Male Stud Coupling
	Fittings with Banjo
	Tube Coupling
	Instant Push-In Fittings for Tube
	Tube Coupling
	L-Banjo
	Instant Push-In Fittings for Tube
	Couplings
	Tube Nipple
	Blanking Plugs and Silencer
	Reducing Nipple, Blanking Plug and Silencer
	Blanking Plugs and Silencer Manifolds
	Manifolds

	Supplementary Products
	Vinyl-tube-cutter, Tube Holder Rack
	Volume 50 and 100 cm3, Mounting Clip for Volumes
	Seals


	Technical Information
	Contents
	Special Products
	Dimensioning and Selecting Pneumatics Components
	Design Aids
	How to make proper use of compressed air

	Part No. Index




