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● Ideal for use in dangerous process in hazardous
environments: simple and rugged construction, compact
size with the possibility of entry and branching on the
three sides of the enclosure

● Complete with two plugs for closing unused entries
● Wide range of actuators in metal or in self-estinguishing
glass-fiber-reinforced polymer

● Wide variety of options for adaptation and assembly
● Internal operating rod in SS AISI 303 on OT 58 UNI
5705/65 brass bushing 

● External screws in SS except for actuators that
may have components in tropicalized steel
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Op
tio
ns - Contact Units for currents and/or

voltages beyond the standard
- Cable entry with isometric thread M20x1.5
(M)

Degree of pollution: 3 conforming to IEC 947-5-1 e EN 60947-5-1 Standards.
Frequency of operations: 20/min (*) max
Number of cycles: 8÷10 millions
Storage Temperature: -40 °C ÷ +85 °C

Contact Unit
Nominal current (active): I=10 A
Insulating Voltage: Ui= 500 Vac / 600 Vdc
Short Circuit Protection:  10 A Fuse
Minimum conductor section: 1.5 mm²
Max Current Density: 5 A/mm²

AC15 
(50-60Hz)

DC13
(d.c.)

Ue (V) 24 130 240 400 24 110 250
Ie (A) 10 5.5 3 1.8 2.8 0.6 0.27

Contacts id (by numbers) in conformity to EN 60947-1 Standards
All types (except C2) allow different voltages at the contacts terminals.
For type C2 the contacts 13-14 and 21-22 are electrically separated from contacts 31-32 and 43-44.
Positive opening of contacts (**)  for some models available in conformity to 
IEC 947-5-1, EN 60.947-5-1 e CEI 17-45 - F. 1914 Standards

- Rollers in Metal and/or of different
diameters.

- Actuators with metal parts in SS

To read the installation
and  ma in tenance
i n s t r u c t i o n s  i s
reccommended.
The temperature  class
T6/T85°C considers an
Ambient Temperature
(A.T.)  extended up to
+60°C, whereas,
c lass  T5 /T100°C
considers an A.T.
extended up to +80°C. 
(*) For A.T. up to +40°C
the  max  su r face
temperature is 65°C
reducing the number of
operations to 600/h.
(**) As safety switches
only those with
symbol shall be used.
The safety  circuit must
always be connected
to NC contacts (11-12
or 21-22). Exceed by
1.5 mm (25°) the gap
between the contacts.
Operate the switch
with the indicated
opening force.
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Directive 2014/34/EU (ATEX)  
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BVI 13 ATEX 0084
IEC 60079-0 ● IEC 60079-1 ● IEC 60079-31

IECEx EPS 13.0034

EN 60079-0 ● EN 60079-1 ● EN 60079-31
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