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Quick release set Weld version
Article no. 0910240

2018 • DS0963280 EN A 02

Dimensions

Explanation numbers see back page



TECHNICAL DATA

www.orlaco.com

All data subject to change without notice. All dimensions are for commercial purpose only.
The camera/display systems from Orlaco comply with the latest CE, ADR, EMC and mirror-directive regulations, where applicable.
All products are manufactured in accordance with the ISO 9001 quality management system, ISO/TS 16949 quality automotive, ISO 14001 
environmental management systems and all Ex products with the IECEx scheme and ATEX directives, where applicable.

Safety Chain

Safety Chain

Adapter pin

Safety Chain

Mounting Safety Chain
to a Compact Oil Damped Bracket

Mounting Safety chain
to a AFI Camera

AFI Camera

45°

Mounting lockpin to suspension tube

Note:
Tighten the bolts of the adapter pin
with a torque of 7 Nm.

Quick release set Weld version
 Description
Article number 0910240
Mounting hardware AISI 316.
Weight 1,11kg.
Safety chain Thickness: 3mm, length: 540mm.

Set contents:
1. Art. No 2001970 Mounting plate safety chain
2. Art. No 2013280 Adapter pin for release set
3. Art. No 2014300 Support plate
4. Art. No 2331091 Suspension tube
5. Art. No 3500191 Lock pin
6. Art. No 3500230 Spring hook
7. Art. No 9113730 Safety chain

Note: Please do not weld without 
permission of the Crane owner


